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THE FOLLOWING STANDARDS ARE A FART QF THESE PLANS AND ARE INCLUDED
AFTER SHEET NO, 15:

STD. NG, DESCRIPTION
200001 -06 STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS
442201-~03 CLASS C AND D PATCHES
701061 -02 QFF-ROAD OPERATIONS, 2L, 2w, MORE THAT 157 AWAY
701006-05 OFF-RD OPERATIONS, 2¢, 2W, 15 TO 247 FROM PAVEMENT EDGE
701011 -04 OFF -RD MOV ING OPERATIONS, ZL, 2W, DAY ONLY
TC1301-04 LANE CLOSURE, 21, 2w, SHORT TIME OPERATIONS
701306-03 LANE CLOSURE, Zi, 2W, SLOW MOVING OPERATIQONS DAY ONLY, FOR
SPEEDS »= 45 MPH
T01311-03 LANE CLOSURE 2L, 2W, MOVING OPERATIONS - DAY ONLY
701336-06 LANE CLOSURE, 2L, 2W, WORK AREAS IN SERIES, FOR SPEEDS >= 45 MPH
T01456-03 PARTIAL RAMP CLOSURE, FREEWAY/EXPRESSWAY
7014901-03 TRAFFIC CONTROL DEVICES
780001-04 TYPICAL PAVEMENT MARKINGS
781001-03 TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS

GENERAL NOTES

THIS SECTION SHALL BE CONSTRUCTED InN ACCORDANCE WITH THE PLANS; THE “STANDARD
SPECIFICATIONS FOR ROAD AND BRIDCE CONSTRUCTION” ABOFTED JANUARY 1, 2012: AND THE
SPECIAL PROVISIONS INCLUDED IN THE PROPOSAL,

THIS PROJECT 1S LOCATED ON FAP ROUTE 116 {IL 130) IN CUMBERLAND COUNTY, FROM 0,2
MILES NORTH GF [-70 AT THE GREENUP INTERCHAMGE TO ILLINGIS RCUTE 121 IN GREENUP,
THE WORK INCLURED IN SECTION 07 HMA RESURFACING ZOI4-1 CONSISTS OF PAVEMENT
PATCHING, MILLING, HOT-MIX ASPHALT RESURFACING, FPAVEMENT MARKING, AND ANY QTHER
WORK NECESSARY TO COMPLETE THE SECTION. THE HMA SURFACE REMQYAL AND RESURFACING
ON THE FOUR INTERCHANGE RAMPE INCLUDES THE SHOULDERS. THERE 15 NO SHOULDER WORK
ON ILLINOIS RGUTE (30,

FAVEMENT MARKING SHALL BE APPLIED IN ACCORDANCE WITH SECTIOM 780 OF THE STANDARD
SPECIFICATIONS, SHORT TERM PAVEMEMT MARKING SHALL BE APPLIED TO THE HOT-MIX ASPHALT
BINDER COURSE AND HOT-MIX ASPHALYT SURFACE COURSE AS SPECIFIED IN SECYION 703 OF

THE STANDARD SPECIFICATIONS. TEMPORARY TAPE SHALL BE USED ON THE SURFACE COURSE,

THE FOTAL QUANTITY GF THERMOPLASTIC PAVEMENT MARKING-LINE 4~
7,186 FEET OF WHITE AND 5, 786 FEET OF YELLOW,

CONSISTS OF

THE TOTAL QUANTITY OF THERMOPLASTIC PAVEMENT MARKING-LINE 6 CONSISTS OF
452 FEET OF wWHITE,

GENERAL NOTES (Cont’ d)

THE TOTAL QUANTITY OF THERMOPLASTIC PAVEMENT MARKING~LINE 247
183 FEET OF WHITE.

CONSISTS OF

THE TOTAL CQUANTITY OF THERMOPLASTIC PAVEMENT MARKIMG-LETTERS AND SYMBOLS
CONSISTS OF 63 SOUARE FEET OF wHITE,

THE TOTAL QUANTITY OF RAISED REFLECTIVE PAVEMEMT MARKERS IS 19 ONE-WAY CRYSTAL
AND 13 TWO-WAY AMBER,

THE EXISTING PAVEMENT SHALL BE PATCHED IN ACCORDAMCE WITH SECTIOM 442 OF THE
STANDARD SPECIFICATIONS AND THE SPECIAL PROVISIONS, THE QUANTITY OF PATCHING
SHOWN QN THE PLANS IS AN ESTIMATE, THE FINAL LOCATIONS AND QUANTITY 3HALL BE
DETERMINED BY THE ENGINEER IM THE FIELD.

THE INTENT OF THE HOT-MIX ASPHALT SURFACE REMOVAL IS 7O REMOVE ALL HOT-MIX
ASPHALT DOWN TO ORIGINAL BARE CONCRETE PAVEMENT. THIS WORK wWILL BE PAID FOR AT
THE CONTRACY UNIT PRICE PER SQUARE YARD FOR HOT-MIX ASPHALT SURFACE REMOVAL, 4
t/47, THERE MAY BE SOME VARIATIONS IN THE THICKNESS OF BOT-MIX ASPHALT. ANY
VARIATIONS IN TRICKMNESS WILL NOT BE CAUSE FOR ADJUSTMENT OF UNIT PRICES FOR THIS
WORK, CORES WERE TAKEN TO DETERMINE PAVEMENT AND RESURFACING THICKNESSES

THE PAY [TEM TEMPORARY RAMP HAS BEELN INCLUDED FOR THE CONSTRULTION OF TEMPORARY
RAMPS IN ACCORDANCE WITH ARTICLE 406.08 OF THE SYANDARD SPECIFICATIONS, THE COST
SHALL INCLUDL BOTH THE INSTALLATION AND THE REMOVAL OF THE TEMPORARY RAMPS,

THE RESTOENT ENGINEER SHALL 8E THE SOLE JUDGE CONCERNING THE CURING TIME FOR THE
VARIQUS HOT-MIX ASFHALT LIFTS.

VIBRATORY ROLLERS N OYNAMIC MGDE WILL NGT 8& PERMITTED WITHIN THE CORPORATE
LIMITS OF GREENUP, DENMSITY REQUIREMENTS MUST STILL BE MET,

THE CONTRACTOR SHALL PROVIDE INTERRET ACCESSIBILITY TO THE HOT-MIX ASPHALT PLANT
QUALTTY CONTROL LAB SO THAT HOT-MIX ASPHALT FLANT REPQRTS CAN BE E£-MAILED 7O THE
DISTRICT HEADQUARTERS. THIS WORK SHALL BE [NCLUDED IN THE COST OF ALL HOT-MIX
ASFHALT 1TEMS,

THE CONTRACTOR SHALL USE EITHER RC-70, SS1H, OR S§-1HP. APPLIECG AT THE RATE
DETERMINED BY THE ENGINEER, FOR THE PAY ITEM BITUMINQUS MATERIALS (PRIME COATy,

A UNTFORMLY STRAIGHT SAW CUT SHALL 8E MADE AT LOCATIONS WHERE PROPOSED NEW
CONSTRUCTION WILL ABUT EXISTING HOT-MIX ASPHALT SURFACES. THE SAW CUT SHALL 8E
MADE FULL DEPTH THROUGE THE EXISTING SURFACE. THIS WORK witt BE CONSIDERED
INCLUDED IN THE COST OF THE CONTRACT ITEMS INVOLVED AND NO EXTRA COMPENSATION
WILL BE ALLOWED.

THE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT:

MIXTURE USE:
APPLICATION

PG GRADE:

DESIGN AIR VOIDS:

BINDER COURSE (2 3/41
POLYMERIZED HOT-MIX ASPHALT BINDER COURSE.
5BS PG 76-22

4,04 & NDESIGN = 90

IL-19. 0. NSO

MIXTURE COMPOSITION: 1L-19.0

FRICTION AGGREGATE: N/ A

MIXTURE USE: SURFACE COURSE (1 1/2"}

APPLICATION: POLYMERIZED HOT-MIX ASPHALT SURFACE COQURSE, MIX “DY, NID
PG GRADE: 885 P{ 76-22

DESIGN AIR VOIDS: 4,04 @ NDESIGN = 890

MIXTURE COMPOSITION: IL~8.5%

FRICTION ACGREGATE: MIXTURE O

MIXTURE USE: CLASS D PATCHING

APPLICATION: HOT-MIX ASPHALT BINDER COURSE, IL-18.C, N70
PG GRADE: PG 64-22

DESIGN AIR VQIDS: 4,04 & NDESIGM = 70

MIXTURE COMPOSITION: 1.-19.0

FRICTION AGGREGATE: N/ A

THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN THE CALCULATING PLAN
QUANTITIES:

BITUMINOUS MATERIALS ¢ FRIME COAT)
AGGRECATE {PRIME CGAT) 4
HOT-MIX ASPHALT 1:2

C. 10 GAL/30 YD
LBS 30 YD
LB5/50 YD/ INCH

+ 87 HMA BESURFACING 20141
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